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Request number (to be completed by the Committee): WEC_2026_R04_IRON_LYNX_Cleaning_radiators 
 
Licence name: IRON LYNX 
 
Category: LMGT3 
 
Applicant name: ALICE MENIN 
 
Email address: a.menin.ext@ironlynx.it 
 
PURPOSE OF THE REQUEST  

 
Under Article 3.2.2 of the Technical Regulations, external blanking of the front grille is not permitted. 
As a result, dust, rubber marbles and other debris can pass through the front grille opening and accumulate on the front 
face of the radiators located behind the front bumper/grille assembly. This accumulation progressively restricts airflow 
through the radiators, reducing its cooling efficiency and causing an increase in oil temperature during the event. 
 
The only effective way to remove this debris without dismantling bodywork is to blow compressed air through the radiator 
from the rear side in order to clear the debris accumulated on the front face of the core. 
 
The team acknowledges that carrying out such an operation during a pit stop is not currently permitted under Article 7 and 
Appendix 6 of the 2026 FIA WEC Sporting Regulations. 
 
Furthermore, under the current regulations, the only alternative would be to bring the car into the garage to carry out this 
operation. Such a procedure would result in a significant loss of time and would effectively compromise the car's ability to 
remain competitive, potentially excluding it from the competition regardless of its sporting performance. 
 
However, as the debris accumulation is a direct consequence of the homologated front-end design and of the prohibition 
on external blanking, the team is requesting an exception to allow the use of compressed air during pit stops exclusively 
for the purpose of cleaning the radiators and restoring its normal cooling efficiency. 
 
This request is strictly limited to the removal of debris from the radiator core and is not intended to permit any other 
intervention, adjustment or performance-related work on the car during the pit stop. 
 
Attached two supporting images illustrating the following: 
 

• the front grille opening through which debris enters; 

• the location of the radiators behind the front bumper assembly; and 

• the area where debris accumulates and restricts airflow through the radiator core. 
 
The team therefore respectfully requests that this operation be authorised as an exceptional maintenance action, solely to 
preserve the normal operating condition of the cooling system in the presence of debris ingress through the homologated 
front grille opening. 
  



 

Any decision taken by the WEC Committee is not subject to appeal.  

DECISION (TO BE COMPLETED BY THE COMMITTEE)  

 

☐ Accepted  

 

☐ Rejected 

 

☒ Other: see comments below 

 
Date: 26/08/2026  
 
 

COMMENTS (TO BE COMPLETED BY THE COMMITTEE)  

 
As per Article 7 of Appendix 6, it is allowed to use a blower with an internal battery to remove debris.  
The use of an air bottle blower is also allowed as per WEC Committee as per Committee Decision clarifying Article 7 of 
Appendix 6.  
As a reminder, it is not allowed to use tools during the refuelling phase of the pit stop as per Article 12. 
 
 
PERIOD OF VALIDITY/APPLICATION OF THE DECISION 

   
This decision comes into effect: 

☒  with immediate application 

☐  from:  

 
And is applicable: 

☒  until further notice 

☐  for the above-mentioned Competition only 


